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24-CHANNEL 
TIGHT BUFFERED DISTRIBUTION FIBER OPTIC CABLE TYPE OFNR 

OPTICAL CABLE CORPORATION P/N: 
DX24-085D-S0.5MC/0.5MD/900-OFNR 

ULTRA-FOXTM 

0.9

Ripcord

8.5

(All dimensions in mm., drawing not to scale)

Tight Buffered 
Optical Fiber

Optical Fiber

E-Glass
Central Filler/
Strength Member

Aramid Yarn
Strength Member

Indoor/Outdoor
PVC Outer Jacket

Acrylate Fiber
Coating

 

 
Fiber Type  Singlemode 
Field Diameter 8.3 um  
Cladding Diameter 125 um 
Primary Coating Diameter (UV cured acrylate) 245 um  
Secondary Buffer Diameter (PVC) 900 um  
Numerical Aperture 0.13 
Proof Test Level 100 kpsi 
 
Wavelength 1310 nm 1550 nm 
Attenuation 0.5 dB/km 0.5 dB/km   
Nominal Zero Dispersion Slope 0.092 ps/(nm2-km) 
 
Cable Weight 65 kg/km 
Cable Diameter 8.5 mm 
 
INSTALLATION: 
 MAX. TENSILE LOAD 3000 N 
 MIN. BEND RADIUS 12.75 cm 
 
OPERATING: 
 MAX. TENSILE LOAD 1000 N 
 MIN. BEND RADIUS 8.5 cm 
 
IMPACT RESISTANCE 1500 impacts  
CRUSH RESISTANCE 1800 N/cm  
 
OPERATING TEMPERATURE -40°C to +85°C 
STORAGE TEMPERATURE -55°C to +85°C 
FLAME RETARDANCY U.L. Listed Type OFNR (1666) 
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